PISTON PRESSURE SWITCH < 48V

40

ADJUSTMENT SCREW

FASTON 6.3x0.8

Ch 24
X3 ;
$22,2
Part Number Setting range Tolerance at 20°C
electrical contact bar bar
|
norm. open norm. closed L(
40 1 A O 1 6[(40 2 A @ 1 6 50 - 150 +2+10
40 1 A o 1 7140 2 A o 1 7 100 - 300 +5+15
A Material Case ® Threads (X3) L1 L2 (mm)
1 1/8” BSPT (Taper) 10 52
0 Zinc plated steel case 2 1/4” BSPT (Taper) 12 54
2 Stainless steel AISI 316 * 3 M10x1K (Taper) 10 52
5 Stainless steel AISI 303 * H 1/4” BSP (Paralle) 12 54
* Standard G1/4” Paralle/
Electric contacts Silver AgNi, on request gold plated
Electrical condition N.O. (Red) or N.C. (blue)
Max switched voltage 48Vac/dc
Max switched current 05A
Max fluid temperature 100°C
Mechanical working life 10° operations (10-300 bar)
Electrical working life 10° operations
Max Overpressure limit 800 bar
Max working pressure 450 bar
Protection degree 1P 00
with cover 3015001 IP 54
with cap 3900001 IP 65
with connector 3900200  IP 65
In accordance with EN 60730-1
Seal NBR+Teflon (-15°C to 100°C)
Piston 5/5303
Weight ~759r
Distributed by: PVL Ltd - Jarvis Brook, Crowborough, East Sussex, TN6 2NQ, UK .
euroswitch

PVL

T: +44 (0)1892 664499 F: +44(0)1892 663690 E: sales@pvl.co.uk W:www.pvl.co.uk

N\



PISTON PRESSURE SWITCH < 48V 4
PROTECTION CAPS AND CONNECTORS
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rElk Rubber Protective Cap

P
™ IP54 IP65

3015001

b6

Suitable for models: 21 -30-31-32-

ATVL 3TN

BOGMMeCENT 35-37-40-41-41V-41BC-42-506

@32

_ ow Plastic Protective Cap
_ EXTERNAL CABLE @ 4-6 mm P65
T 3900001
' - ECABLE ciampF G07
) : Suitable for models: 21-30-31-32-
35-37-40-41-41V-41BC-42-506
@30
’ 3 o

Protective connector

EXTERNAL CABLE  ¢:8/8-10 IP65

_—\I
3900200
§ CABLE CLAMP |
Suitable for models: 30-31-32-35-

37-40-41-41BC-42-506
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